AUTO SUN WIRING INSTRUCTIONS

SOMFY AUTOSUN

TECHNICAL DATA
AutoSun OC Hz motor
Diameter 40 mm
Power Supply 12V
AutoSun Battery
Working Temp (°F) | -4 to 158°

AutoSun Solar Panel

Amarphous Silicon technology
Works effectively even in overcast conditions

WIRING INSTRUCTIONS

AUTOSUN COMPONENTS

ATTENTION: The solar panel, motor and rechargeable battery tube
come pre-wired with the appropriate wire connectors.

Solar Panel Splitter is shipped already connected to Motor.
Connections must be made in the following sequence.
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SOLAR PANEL SPLITTER ~ RECHARGEABLE BATTERY TUBE
Red wire Black wire
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SOLAR PANEL SPLITTER SOLAR PANEL
Black wire Black wire
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RECHARGEABLE BATTERY TUBE ~ SOLAR PANEL
bray wire Red wire
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RECHARGEABLE BATTERY TUBE  MOTOR
Blue wire Brown wire
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SOLAR PANEL
Red & Black wire

SOLAR PANEL SPLITTER
Red & Black wire
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RECHARGEABLE BATTERY TUBE
Brown, Blue, Gray & Black wire

MOTOR
Brown & Blue wire

COMPLETED WIRING DIAGRAM
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RECHARGEABLE BATTERY TUBE

9 YEAR MOTOR WARRANTY



